
Stainless Steel Loose Nails Zinc Masonry Nails

10kg Box 1kg TIMbag

Length  
(mm)

Ø  
(mm)

Approx. PCS 
Per 1kg

Each Carton Qty - 5
Code Code

20 2.00 1785 SSAR20 SSAR20B
25 2.00 1465 SSAR25 SSAR25B
30 2.36 890 SSAR30 SSAR30B
40 2.65 546 SSAR40 SSAR40B
50 2.65 442 SSAR50 SSAR50B
50 3.35 276 SSAR50335 SSAR50335B
65 3.35 216 SSAR65 SSAR65B
75 3.75 150 SSAR75 SSAR75B
100 4.50 79 SSAR100 SSAR100B

SSN01 SSN01

40 2.65 550 SSLH40 SSLH40B
50 2.65 443 SSLH50 SSLH50B
65 3.35 216 SSLH65 SSLH65B

SSN02 SSN02

40 2.65 550 SSRW40 SSRW40B
50 2.65 440 SSRW50 SSRW50B
65 3.35 215 SSRW65 SSRW65B
75 3.75 150 SSRW75 SSRW75B
100 4.00 100 SSRW100 SSRW100B
125 5.60 40 SSRW125 SSRW125B
150 6.00 30 SSRW150 SSRW150B

SSN03 SSN03

100pcs Box 50 pcs TIMpac

Length  
(mm)

Ø  
(mm)

Each Each
Code Code

25 2.5 HM25025 HM25025P
30 2.5 HM25030 HM25030P
35 2.5 HM25035 HM25035P
40 2.5 HM25040 HM25040P
50 2.5 HM25050 HM25050P
40 3.0 HM30040 -
50 3.0 HM30050 -
60 3.0 HM30060 HM30060P
65 3.0 HM30065 HM30065P
65 3.5 HM35065 -
75 3.5 HM35075 HM35075P
85 3.5 HM35085 -
100 3.5 HM350100 -

LNA24 PAK51

25 3.7 WMN25 -
30 3.7 WMN30 -
35 3.7 WMN35 -
40 3.7 WMN40 -
50 3.7 WMN50 -
60 3.7 WMN60 -
75 3.7 WMN75 (50pcs) -

LNA24

25 2.5 WMP25 (200pcs) -
30 2.5 WMP30 (200pcs) -

LNA25

Masonry Nails 

Masonry - Washered 

Mickey Pins / Capping Nails  

Annular rings provide additional holding power where increased grip is required.
Annular Ringshank

The head can be punched below the surface for a concealed finish.
Round Lost Head

General use with full round head for clamping.
Round Wire

Product  
Code

L  
(mm)

Head Ø 
(mm)

Pack
Qty

(pcs)

Carton 
Qty  

(packs)

TIMPAC
BRONZENAILP 15.7 10.5 50 10

PAK51

Product  
Code

Length 
(mm)

Pack
Qty

(pcs)

Carton 
Qty  

(packs)

TIMPAC
CUTTACKP 19 120 10

PAK53

Bronze 
finished 
nail for 
traditional 
upholstery 
applications.

For fastening 
underlay, 
carpets and 
upholstery.

Upholstery Nails

Blue Cut Tacks

Upholstery Nails 
& Cut Tacks
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HallClips® & 
HallHooks®

The HallClip® is a patented lead flashing 
fixing clip that is a high tensile 'v' shaped 
stainless steel clip that allows you to fix 
flashings up to 20 times faster than a 
standard lead wedge. 

HallClip® Lead  
Flashing Fixing Clips

Product  
Code

To Suit Chase 
Joints (mm)

Pack
Qty

(pcs)

Carton 
Qty  

(packs)

TIMPAC
269855 6 - 18 50 10
269333 16 - 26 25 5

BMW17

NEW

• Time saving solution
• Easy to install
• Stronger than traditional methods
• High tensile stainless steel
• Suitable for 6-26mm chase heights
• Does not come loose unlike traditional 

lead wedges

This revolutionary device was invented 
by a roofer of 45 years, the HallHook® is 
a permanent, secret and fail-safe device 
that should be used  
when replacing  
a broken slate.

HallHook® Slate 
Roof Repair Hook

Product  
Code

Pack
Qty

(pcs)

Carton 
Qty  

(packs)

TIMPAC
269040 50 10

BMW17

• Easy to install
• Invisible and fail-safe
• Permanent slate fixing
• Stainless steel
• Includes 1 x HookPull tool

110

Nails


