
Stainless Steel 
Socket Screws

HEX RECESS

Designed for use in applications where 
the head is flush with joining parts.

HEX RECESS

Designed for applications that allow 
the head to protrude above the 
joining parts. Button head protects 
adjoining parts from scrapes or 
other damage. HEX RECESS

Socket head cap screws are designed 
to be used with the head protruding.

Countersunk Sockets 
(ISO10642)

Button Sockets  
(ISO7380)

Cap Sockets  
 DIN912)

Product  
Code

Size 
(mm)

Hex 
Recess 
(mm)

Pack 
Qty 

(pcs)

Carton  
Qty 

(packs)

Pallet 
Qty 

(packs)

BOX
625CSKSS M6 x 25 5.0 200 16 576

SOS01

SMALL BAG
616CSKSSX M6 x 16 5.0 10 200 -
620CSKSSX M6 x 20 5.0 10 200 -
625CSKSSX M6 x 25 5.0 10 200 -
830CSKSSX M8 x 30 6.0 10 100 -

SSB09

Product  
Code

Size 
(mm)

Hex 
Recess
(mm)

Pack 
Qty 

(pcs)

Carton  
Qty 

(packs)

Pallet 
Qty 

(packs)

SMALL BAG
612BUTSSX M6 x 12 5.0 10 500 -
616BUTSSX M6 x 16 5.0 10 500 -
620BUTSSX M6 x 20 5.0 10 300 -
625BUTSSX M6 x 25 5.0 10 200 -
630BUTSSX M6 x 30 5.0 10 200 -
825BUTSSX M8 x 25 6.0 10 100 -

SSB09

Product  
Code

Size 
(mm)

Hex 
Recess
(mm)

Pack  
Qty 

(pcs)

Carton  
Qty 

(packs)

Pallet 
Qty 

(packs)

SMALL BAG
516CAPSSX M5 x 16 4.0 10 100 -
520CAPSSX M5 x 20 4.0 10 500 -
616CAPSSX M6 x 16 5.0 10 500 -
620CAPSSX M6 x 20 5.0 10 200 -
625CAPSSX M6 x 25 5.0 10 200 -
820CAPSSX M8 x 20 6.0 10 100 -
825CAPSSX M8 x 25 6.0 10 100 -

SSB09

A2 Austenitic Stainless Steel A2 Austenitic Stainless Steel A2 Austenitic Stainless Steel

Countersunk Sockets 
(ISO10642) & Nut (DIN934)

Product  
Code

Size 
(mm)

Hex 
Recess
(mm)

Pack 
Qty

(pcs)

Carton  
Qty 

(packs)

TIMPAC
616CSKSSP M6 x 16 5.0 8 10
620CSKSSP M6 x 20 5.0 8 10
625CSKSSP M6 x 25 5.0 6 10
830CSKSSP M8 x 30 6.0 4 10

PAK27

HEX RECESS

Designed for use in applications where 
the head is flush with joining parts.

A2 Austenitic Stainless Steel

Button Sockets (ISO7380)  
& Nut (DIN934)

Product  
Code

Size 
(mm)

Hex 
Recess
(mm)

Pack 
Qty 
pcs)

Carton  
Qty

(packs)

TIMPAC
612BUTSSP M6 x 12 5.0 8 10
616BUTSSP M6 x 16 5.0 8 10
620BUTSSP M6 x 20 5.0 8 10
625BUTSSP M6 x 25 5.0 6 10
630BUTSSP M6 x 30 5.0 4 10
825BUTSSP M8 x 25 6.0 4 10

PAK27

HEX RECESS

Designed for applications that allow 
the head to protrude above the joining 
parts. Button head protects adjoining 
parts from scrapes or other damage. 

A2 Austenitic Stainless Steel

Cap Sockets (DIN912) 
& Nut (DIN934)

Product  
Code

Size 
(mm)

Hex 
Recess
(mm)

Pack 
Qty

(pcs)

Carton  
Qty 

(packs)

TIMPAC
516CAPSSP M5 x 16 4.0 8 10
520CAPSSP M5 x 20 4.0 8 10
616CAPSSP M6 x 16 5.0 8 10
620CAPSSP M6 x 20 5.0 8 10
625CAPSSP M6 x 25 5.0 6 10
820CAPSSP M8 x 20 6.0 4 10
825CAPSSP M8 x 25 6.0 4 10

PAK27

HEX RECESS

Socket head cap screws are designed 
to be used with the head protruding.

A2 Austenitic Stainless Steel
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SUPERIOR CORROSION RESISTANCE          

Urban & industrial areas with 
a moderate salt atmosphere1 4 52 3A2 Stainless SteelCORROSION RATINGS Zinc Clean, dry & low humidity 

environments1 4 52 3
63

Fasteners & Fixings


