
CE approved  
to Regulation  

(EU) 305/2011 &  
third -party tested 

 (ETA-23/0351)

ETX-M Insulation Fixings

Advanced hammer-in insulation 
fixing with a steel pin and an impact 
resistant head for fixing external 
thermal insulation (ETICS) into 
concrete and masonry.

BLOCKBRICKCONCRETE

Product  
Code

Size 
 Ø x L  
(mm)

Max. 
Fixture 

Thickness  
(mm)

Drill  
Hole Ø
(mm)

Min. 
Embedment 
Depth (mm)

Pack 
Qty

(pcs)

Pallet 
Qty

(packs)

BOX
EM095 8.0 x 95 70 8.0 25 100 100
EM115 8.0 x 115 90 8.0 25 100 100
EM135 8.0 x 135 110 8.0 25 100 100
EM155 8.0 x 155 130 8.0 25 100 100
EM175 8.0 x 175 150 8.0 25 100 84
EM195 8.0 x 195 170 8.0 25 100 84
EM215 8.0 x 215 190 8.0 25 100 84
EM235 8.0 x 235 210 8.0 25 100 56
EM255 8.0 x 255 230 8.0 25 100 56
EM275 8.0 x 275 250 8.0 25 100 56
EM295 8.0 x 295 270 8.0 25 100 56

ZPL01

• Steel pin with plastic insulator 
prevents the formation of  
a thermal bridge

• Specifically designed to  
reduce installation time

• Increased strength 
parameters 

• Compatible with TDW110 
Insulation Fixing Washer  
for easier installation of  
softer materials such as 
insulation wool
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System for thermoinsulation wallsfasteners

Fastener with a plastic nail FIX-PA
FIX-PA-K

Product information

Instalation instruction

Material:
sleeve - polypropylene
nail - polyamide

European
Technical
Assessment
ETA-19/0573

1. Drill the hole perpendiculat to the substrate surface. Clean the drill hole.
2. Drill the recess for immerged instalation with the tool ZP-FS.
3. Place the anchor into the drilled hole. The bottom side of the plate must be flush with the ETICS.
4. Drive in the specyfic nail with the hammer.
5. Insert the insulation cover.
6. Installed condition.

New
construction
of expansion
zone, which
allows 35mm
or 70mm length of anchoring
zone. FIX-PA type is equipped
with nail made of high quality
virgin polyamide.

Products FIX
series have
obtained the
European
Technical
Assessment
ETA-19/0573, which ensures
the highest quality, mettings
the needs of the most
demanding customers.

Use:
for mechanical fixing of external
thermal insulation composite
system in building materials with
utility categories: A, B, C, D, E.

The new
shape, which
makes the
plate with a
diameter of
60 mmmore stiff and durable.
Product is made of polypropylene.
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Drill the hole perpendicular 
to the substrate surface. 

Clean the drill hole.

Drive in the 
specific nail with 

the hammer.

Drill the recess for 
immerged installation 
with the tool ZP-FS.

Insert the 
insulation cover.

Place the anchor into the drilled 
hole. The bottom side of the plate 

must be flush with the ETICS.

Installed 
condition.

See website for technical and performance data.

NEW

86

Masonry & Cavity Fixings


